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HI-FI REPRODUCTION 


Highly advanced stereo amplifier assembled with one FM tuner 
and two AM tuners in one compact chassis. Dual stereo pream- 
plifiers and basic amplifiers reproduce monophonic and stereo- 
phonic record programming, stereo tape recordings. The tuner 
section has provision for AM-AM stereo or FM-AM stereo 
broadcasts reception. Basic amplifiers employing newest circuitry 
(patent pending) offer a wide array of exclusive features, such 
as perfect push-pull connection in monophonic use, minimum 
distortion at full rated power output. 


This unit is a stereo amplifier with FM-AM tuner and designed 
attractively using die-casting front panel. 

Reverse switch corrects for reversed speaker system of left and 
right on stereo disc and tape. Easy-to-read tone indicator is 
provided. 

This is the most advanced versatile deluxe, model and when 
used with PIONEER AFT-11 stereo tuner, it is possible to 
listen to FM-AM, FM-FM and AM-AM stereo broadcasts. 


Stereo amplifier involving dual basic and preamlifiers ac- 
comodates stereophonic and monophonic program sources. 
Besides, it reserves left and right channels for low and high 
two-channel system. All operations can be worked by simply 
flicking the function switch. This model is equipped with a 
slide-rule type balance indicator and preamplifier section is 
designed to be used with any types of cartridges. 


Powerful stereo amplifier with 90 watts output (45 watts per 
channel) at lowest distortion. By simply flicking a switch, 


stereo or monaural use can be n converted. 


Ee A and maximum gain. 


This model is a superbly designed, highly sensitive stereo FM- 
AM tuner. A single knob provides separate FM and AM tuning, 
or FM-AM together for receiving stereo FM-AM reception, of 
which outstanding features are distinctly far from the usual 
standard adoptor being sold in the market. In combination with 
SM-R150, FM-AM stereo broadcast can be easily available. 
Moreover, if being used with SM-R151, every stereo reception 
sources can be received. 

This model is a combination of FM tuner and PIONEER AM- 
R81, AM tuner with preamplifier, which has obtained constant 
reputation for years. Its mechanical design and application of 
RF circuitry in FM tuner section prove successful in maximum 
sensitivity, stability and beautiful styling as standard versatile 
tuner-amplifier combination unit. 


FM-AM tuner amplifier combination unit in wooden cabinet 
harmonizes beautifully with any modern furnishing mode. RF 
circuitry is being adopted in FM & AM tuner section to in- 
crease sensitivity. 15 watts output without harmonic distortion, 
easy-to-read tone indicator and adoption of tone control con- 
nected to cathode follower, etc. fulfill the need for a deluxe 
top-quality unit as professional and home hi-fi equipment. 


This model has been, sold for two years because of its superiority 
both in maximum durability. 

This amplifier and AM tuner combination unit with 7.5 watts 
output without harmonic distortion is best suitable for home 


high fidelity system. 








REQUST TO, CUSTOMERS : 


When ordering amplifiers, do not forget to specify 


the supply voltage. 


Ask our agents or distributors about prices. 
If, however, there is none in your country, please 


write us. 


When writing, don’t forget to mention models 


and quantities desired. 
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; Output - : Sensitivity 
E ay! : Response SN Damping ; Tone Radio Tuning for 20 db WtClbs) 
Model No. ere runctign (cps) Distortion (db) Factor Equalizer Control Circuit Range TAPA 
Amplifier with : "N T 
AM-R81 ; ro al vate, ag . 50 ; NF type | oe capa 535-1,605kc 
AM Tuner AUX (+0.5db) i RIAA curve GR circuit heterodyne SW: 
Treble: +13db 3.5-l1mc 
-10db at 10,000 
cps 
Amplifier with AM (BC & SW) Bass: +15db 
FM-R301 j i 30-30,000 at 50cps 30 nV (AM) 
FM-AM Tuner Phono (+0.5db) } 4 uN (FM) 
AUX C-R type AM: 
$ Variable band- 
RIAA curve C-R circuit : width super- 
Ror stati, AM (BC & SW) fed from cathode heterodyne 
Amplifier with FM 25-35,000 follower stage FM: 
FM-P300 FM-AM T Phono (+0.5db) Treble: +13db at Superheterodyne, 
Š veka AUX 10,000cps. Bass: by Foster Seeley 
+15db at 50cps system with 
- AFC 
AM (BC & SW) AM : (BC) 
FM-AM Stereo Tuner FM 535-1,605«c 
AFT-11 FM-AM. stereo AM: (SW) 
FM Multi-Plex 3.8-12mc 
FM: 
AM (BC & SW) 80-108mc 
FM f 
ifi is C-R circuit AM: Same as 
ee ae pein stereo 20-30,000 Treble: +10db \  AFT-11 
 SM-Q140 Stereophonic (+0.5db) F: 10,000cps oa Supa by 
: i à i ‘Bass: +10db atio system 
with FM-AM Tuner Moroanonie at 50cps with AFC 
TAPE, AUX | 
Stereophonic AM : Variable 
Stereo Amplifier Monophonic band- width 
SM-R151 Hi-Lo Two-channel 20-25,000 super- heterodyne 
with FM-AM Tuner AM (BC & Sw) (£0.5db) | FM : Super by 
EM C-R circuit Foster Seeley 
Tape, Phono, AUX NF type ‘Treble: +15db system with AFC 
phong : at 10,000cps 
i Wi Stereophonic 0-25.000 curve Bass: +15db 
™M-C800 Stereo Amplifier honi 2 ? Tape : at 50cps 
coat a ne (+0.5db) NARTB curve 
St honic 
SM-R150 _ Stereo Amplifier Monophonic 20-25,000 
= Hi-Lo Two-channel (+0.5db) 
& 


FUKUIN ELECTRIC, LIMITED 


5 OTOWACHO 6 CHOME, BUNKYO-KU 
TOKYO, JAPAN 


